
                           STATE OF UTAH CONTRACT NUMBER:  PD1837 November 30, 2004  Page 1 of  10  
 

 
       Purchasing Agent: DAVID GILL  
           (801) 538-3254 
 
Item:  9’ 2-YARD DUMP BODIES WITH FOLD DOWN SIDES 
 
Vendor:  78940H  D AND A TRUCK EQUIPMENT 

1775 WEST 200 SOUTH 
SALT LAKE CITY, UT  84104 
 

Internet Homepage:   WWW.DATRUCKEQUIPMENT.COM 
 
Telephone:    (801) 973-9691 
 
Fax number:   (801) 973-9706 
 
Contact:    RANDY VISSER 
 
Email address:    RANDY@DATRUCKEQUIPMENT.COM 
 
Brand/trade name:    
 
Price:     SEE ATTACHED 
Terms:    NET 30 
Effective dates:    11/23/04 through 11/22/06   
Days required for delivery: 90 DAYS 
Price guarantee period:   1 YEAR 
Minimum order: 
Min shipment without charges: 
Other conditions:  Three (3) one-year renewal options 
     
 
  
THIS IS A NEW CONTRACT  
This contract resulted from bid EN5514 
 
 
This contract covers only those items listed in the price schedule.  It is the responsibility of the agency to 
ensure that other items purchased are invoiced separately.  State agencies will place orders directly with the 
vendor (creating a PG in Finet) and make payments for the same on a PV referencing the original PG.  
Agencies will return to the vendor any invoice which reflects incorrect pricing. 
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STATE OF UTAH  
State Contract 

9’- 2-Yard / Dump Bodies With Fold Down Sides 
 

 
Unit Price: 
 
 $7,545.00 
 
 
Additional Pricing: (see Part IV)  
 

1. Deduction less metal framework & arrow board (see 3.9.5 & 3.10.2). 
 Price reduction - $1,642.80 Ea. Unit 
 
2. Deduction less light bar (see 9.6.) 
  Price reduction - $468.89 Ea. Unit 
 
3. 10’ Bed, Hoist, and Hitch in lieu of the 111” 

Price addition - $135.00 Ea. Unit 
 
 
  
PART I: GENERAL CLAUSES AND CONDITIONS 
 
The equipment furnished under this specification shall be the latest improved model in current production, as 
offered to commercial trade, and shall be of quality workmanship and material. The supplier represents that all 
equipment offered under this specification shall be new.  DISCONTINUED MODELS ARE NOT 
ACCEPTABLE. 
 
All parts not specifically mentioned, but are necessary for the units to be complete and ready for operation, or 
which are normally furnished as standard equipment, shall be furnished by the supplier. All parts shall 
conform in strength, quality and workmanship to the accepted standards of the industry. 
 
The units provided shall meet or exceed all Federal and State of Utah safety, health, lighting and noise 
regulations and standards in effect, and which are applicable to equipment furnished, at the time of 
acceptance. 
 
It is the intent of STATE to purchase goods, equipment and services having the least adverse environmental 
impact, within the constraints of statutory purchasing requirements, departmental need, availability, and sound 
economical considerations. Suggested changes and environmental enhancements for possible inclusion in 
future revisions of this specification are encouraged. 
 
STATE encourages all manufacturers to voluntarily comply with the Society of Automotive Engineers’ (SAE) 
recommended practices. 
 
Measurements must be given in the English system. 
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PART II: SCOPE 
 
This specification describes material(s) and labor, for installation of a steel dump body by means of an 
electrically / hydraulic hoist with hitch plate. Installed on 1-ton, dual wheel, cab & chassis trucks (supplied by 
state.) To be Chevrolet  (CC36003) or Ford (F36), Cab  and Chassis, 60” C.A , dual rear wheel vehicles. 
Units are to be delivered assembled, serviced, tested and ready to operate. All fluids are to be at operation 
levels. For use in general highway maintenance work. 
 
 
PART III: DETAILED – SPECIFICATIONS 
 
1     Floor - Body: 
 

1.1 Floor to be, 7 Gauge, A1011 - Grade 50 steel, 50,000 PSI Yield strength, 65,000 - PSI tensile 
strength, smooth plate, construction minimum. 

1.2 Width O.D. to be 96 inches minimum. 
1.3 Body inside length 111 inches minimum. 
1.4 Welds in center of deck floor are not acceptable.  Welding at the outside(s) locations will be. 
1.5 Deck height shall be as low as possible, 1-inch minimum clearance above tires when axle is on 

snubbers.   Height above mainframe: 9” 
 

2    Understructure: 
 

2.1 Understructure shall be a size and type, engineered and approved for the application from the 
manufacturer. To reduced weight and have the lowest body floor height. 

2.2 Anti-sail mud flaps with agencies name and logo printed on flaps, to be installed with stainless bolts 
by vendor. 

 
3 Headboard / Front:  
 

3.1 Front- headboard to be one piece (preferred) - 12 Gauge, A1011 - Grade 50 steel, 50,000 PSI yield 
strength, 65,000 - PSI tensile strength minimum, for a bulkhead 40 inches in height minimum. 

3.2 Headboard shall be extended 4-inch minimum above the cab. 
3.3 Cab window to be louver(s) / Slot(s) or equal. 
3.4 Cab protector to be forward-extending 10 X 50-inch wide minimum, capable of supporting a 47-inch 

bar light. (also see 9.4) 
3.5 Cab brake light, to be visibly in compliance with FMVSS. 
3.6 Shovel holding bracket 3 each side minimum. 
3.7 Grab handle mounted to passenger side of headboard for use with step (see 10.3). 
 

4     Side(s): 
 

4.1 Sides shall be 12 Gauge (+/- 10%), A1011 Grade 50 steel, 50,000-PSI yield strength, 65,000-PSI 
tensile strength minimum. 

4.2 Sides shall be easily folded down for access to payload from the side of the body. 
4.3 Sides shall be 14 inches minimum. 
4.4 Sides shall operate easily and safely with a single lever for one-person operation. 
4.5 Side design to keep dirt and debris from gathering and hindering side operation. 
4.6 Side shall have greaseable lube fitting at each hinge pin. 
 



                           STATE OF UTAH CONTRACT NUMBER:  PD1837 November 30, 2004  Page 4 of  10  
 

 
5 Tailgate: 

 
5.1 Tailgate must be, 12 Gauge, A1011 - Grade 50 steel, 50,000-PSI Yield strength, 65,000 - PSI tensile 

strength, minimum. 
5.2 Tailgate shall have a single lever, quick-drop design for one-person operation. 
5.3 Tailgate shall drop down 90 degrees (parallel to the floor) with chains and 1800 without chains. 
5.4 Tailgate shall include a 1-inch cold rolled steel shaft minimum pin for hinge plate with trip lever latch 

mechanism.  
5.5 Trip lever for the tailgate latch mechanism shall be located at the left front corner of the dump bed. 

Accessible from the driver’s side of the chassis cab. 
5.6 Tailgate installation shall result in a sand tight dump body without the application of knife-edges or 

filler welds. 
5.7 Slotted chain tie points (banjo eyes) shall be welded to the dump body rear corner upright supports. 
5.8 3 feet of 3/8 inch, grade 43 chain(s) shall be attached to the upper left and upper right rear sides of 

the tailgate.  
5.9 Chains shall include rubber coating or canvas sheaths. 

 
6 Hitch: - See attached hitch drawings –Page 1 & 2 

 
6.1 Hitch shall be 3/8 inch plate minimum, mounted 8 inches or less inside rear dump body to allow 

dump bed to be fully raised. 
6.2 Width of hitch as required to matching cab & chassis frame, tapering down 16 inches minimum. 
6.3 Side gussets to be 3/8-inch plate minimum for backing brace(s) on hitch. 
6.4 Bed hinges to be mounted above hitch plate 8 inches or less and to manufacture design. 
6.5 Frame overhang and hinge mounting to be located that it will not hit trailer hitch when dumped. 
6.6 Two, 3 ½ X 3 ½ cut out, 4 inches minimum offset center, at bottom of hitch plate for safety chain. 
6.7 1 inch cold rolled steel shaft shall be used on bottom of plate, back side of cut outs for trailer chain 

connections. 
6.8 It shall have combination trailer hitch premier model 150, or equal, with a 2-inch ball.  
6.9 Combination hitch to have 3-position, adjustable mounting, from 18 to 24 inches approximately 

above ground level. 
 

7 Hoist & Hydraulic: 
 

7.1 Electric /hydraulic motor shall be 12 volt-DC and geared. 
7.2 Motor to be mounted in a protected location with weather protection such as mud flaps before and 

after. 
7.3 Dump bed lift capacity to be 5.1 tons at 500 minimum. 
7.4 Elevation of bed to be 450 to 500 within 40 seconds unloaded with of hydraulic pump sized 

accordingly. 
7.5 Hydraulic tanks shall be manufacturer approved and properly sized for this application. 
7.6 Body prop to be approved manufacturer design. 
7.7 Hoses and lines shall be secured to a supportive structure at effective intervals by rubber-covered 

metal clamps attached by bolts. 
7.8 Hoses, pipe ad all other components conducting hydraulic fluid shall be compatible with all common 

hydraulic fluids. 
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8 Controls: 
 

8.1 Dump control to be in cab, in front of seat centered with arrow board control. 
(See drawing page 3.) 

8.2 Push button type - heavy-duty switch, label with indicator lighted. 
8.2.2 Printed plastic labels are not acceptable. 
8.2.3 Cable type controls are not acceptable. 

8.3. Red indicator light shall be activated when the body is not fully down. 
 

 
9 Electrical / Lighting: 

 
9.1 Lights and conspicuity tape to confirm to FMVSS, SAE, code and include the following: 

9.1.2 Stop lights, turn & taillights to be Truck-Lite super 44 LED series or equal. 
9.1.3 Backup lights 
9.1.4 Three light cluster 
9.1.5 Conspicuity tape to be applied on sides and on back of bed. 

9.2 Lights shall have guard rings or equal to protect lights.  Lights attached to buck plate will not be 
accepted. 

9.3 Wiring must be pre-fabricated, sealed loom system, one piece runs with no internal splices with 
connections only in a junction box. 

9.4 Electrical breaker or and fuse(s) to be automotive style, rated and approved by manufacture for all 
circuit system that apply. 

9.5 Solenoids to be located under hood. 
9.6 To have a 47-inch bar light, Federal Signal – part number 211926 to be installed by vendor. (Equal of 

bar light must be approved by agency.) = 36” bar part number 211953-02 per bid 
9.7 To have vehicle mounted traffic director (Arrow Board) Wanco - model WFBP5-SAC 30”X 60” with 

UDOT spec controller and power tilt installed by vendor.  (Equal of arrow board must be approved 
by agency: 

 
Note: Bar light & Arrow board special to UDOT - Call Kelly Matkin at Safety Supply& Sign  801-
973-2266 for details and State price. 
 
 

10 Hardware: 
 

10.1 Toolbox to be 18 X 18 water and dust tight, suitable dry deck bottom, with lock and shall be 
installed at the left front corner of bed. 

10.2 Metal frame work, right and left of center, welded to headboard. With 2” X 2” x 3/16” minimum 
square tubing (must clear cab and bar light – approximately 5’) weld to the headboard to support a 
Wanco arrow board. (See 9.5 and drawing page 2.) 

10.3 To have a metal bracket to support arrow board control (9.7), dump control (8.1) and support 2-
way radio. To be approved with 1st unit.  (see drawing page 3.) 

10.4 2-rung- slide out step for access to dump bed at curbside front. (See item 3.7 and drawing page 2). 
 
Note: Available Unique Truck Equipment model E-Z step #2000: 1-800-777-4855 or equal. 
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11   Painting:  
 

11.1 The units shall be painted the with lead free paint, except for, rubber and those metallic 
accessories or fixtures constructed of rust-resistant or plated material not normally painted. All 
surfaces of the dump body shall be cleaned to a condition that is free of welding slag, rust, and 
dirt prior to painting minimum paint thickness of 4 mils. 

 

 
12  Manuals:  
 

A set of manuals, with the latest revision(s), shall be delivered with each unit. These manuals shall 
include, but not be limited to, an illustrated parts book, operator's manual and service manual to included 
electrical schematics.  

 
 
 

Part IV: Additional Pricing:   
 

1. Deduction less metal framework & arrow board (3.9.5 & 3.10.2). 
 Price reduction - $1,642.80 Ea. Unit 
 
2. Deduction less light bar 9.6. 
  Price reduction - $468.89 Ea. Unit 
 
3. 120’’ Bed, Hoist, and Hitch in lieu of the 111” 

Price addition - $135.00 Ea. Unit 
 

PART V: PARTS AND SERVICE 
 

1. The manufacturer of the equipment furnished shall have an authorized dealer within the state of 
Utah. Dealer shall have current business license in Utah at time of IFB.  

 
2. The in-state authorized dealer shall have factory-trained personnel available for warranty repairs and 

performance of service. 
 

3. The in-state Dealer shall also maintain an inventory of high-usage parts available in a working day 
locally in SLC, UT. area and a quick source for low-usage parts. 

4. Dealer shall supply all replacement part with no additional freight charges and deliver them within 48 
hours if required. 

 
5. WORKING DAY: A working day is defined as a calendar day, not including Saturdays, Sundays, or 

regularly observed state and federal holidays. 
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PART VI: TERMS of WARRANTY: 

 
1. The units of equipment shall be warranted against all defects in material and workmanship for a 

period of not less than 5 year and shall cover 100 percent parts and labor for the units except lights. 
If manufacturer's standard warranty exceeds 5 years then the standard warranty period shall be in 
effect. The warranty begins on the date the units is determined to meet specifications and is accepted 
into STATE’S fleet. 

 
2. Motor is to have 5 year warranty replacement. During the warranty period the vendor will be 

responsible for labor, materials, and other costs as outlined below associated with required warranty 
repair. It is the intent of this warranty that the vendor performs warranty repair work. At STATE’S 
option, STATE may perform minor warranty repairs to the units at the vendor's expense. 

 
3.     STATE will assume responsibility for cost of repairs resulting from collision, theft, vandalism, 

operator negligence and/or acts of God. 
 

4.  EQUIPMENT MAINTENANCE: It is STATE’S policy to maintain the equipment in 
accordance with the manufacturer's published recommendations. 

 
5.      MINOR WARRANTY REPAIRS: It is the intent of this warranty that the vendor shall perform 

minor warranty repairs; however, at STATE’S option, warranty repairs deemed by STATE to be 
minor in nature may be performed by U.D.O.T. at the vendor's expense. Parts required for repairs, 
which are to be made by STATE, will be OEM parts and obtained from the vendor at no cost to 
STATE, or from any commercial source. Only the actual time required for repairs will be 
reimbursed. Reimbursement by the vendor to STATE for the cost of warranty repair will be 
computed as follows: 

 
5.1 Labor: Labor for warranty repairs will be calculated at the composite rate for the mechanic in 

effect at the time of the warranty repairs. Labor rate will not exceed $40.00 per hour. The time 
allowed for each repair will be determined by the manufacturer's standard time schedule. 
Manufacturer's time schedule shall be furnished to the receiving district with the units at the 
time of delivery (if available). If a manufacturer's time schedule is not available, the actual time 
for repairs, as noted above, will be used. 

5.2 Warranty Repair Claims: Warranty repairs will be accumulated on STATE repair orders and will 
be billed from same, unless the vendor prefers to have claims processed on the vendor's 
standard forms. 

 
5.3 Parts: Replaced parts will be held thirty calendar days and will be available for inspection by the 

vendor or authorized representative. Copies of invoices for all parts will be provided to the 
vendor. The cost of parts other than those furnished to STATE at no cost by the vendor will be 
billed at actual cost. 

 
6. MAJOR WARRANTY REPAIRS: When major warranty repairs are required, STATE will notify a 

representative of the vendor's Utah dealer by telephone at the location and the telephone number 
designated by the vendor on the data sheet as the point of contact. 

  
7. Response Time: Warranty repair action shall begin within two working days after notification is 

made to the vendor for need of warranty repairs. A representative of the vendor's Utah dealer will be 
notified by telephone at the location and telephone number designated by the vendor on the data 
sheet as the point of contact. Excessive delays incurred for the performance of warranty repairs by 
the vendor may adversely affect the vendor's status as a qualified bidder. 



                           STATE OF UTAH CONTRACT NUMBER:  PD1837 November 30, 2004  Page 8 of  10  
 

 
 

2 –Y.D. Dump Body, Contractor Sides 
Specifications per D & A Body 

 
Body Make: D&A Body  Model: DOT 9-14 
 

Model weight: 1400 lbs. 
 
Below are listing numbers of Part III: Specifications  
3.1.1    Floor Gauge:  3/16” 
3.1.2   Floor Width O.D.:   96” 
3.1.3   Body- Length I.D.: 111” 
3.1.4 Deck Height above Main-frame: 9” 
 

3.2.1   Understructure size & type: 3” crossmember, 3” longsills 
3.2.2 Anti Sail Mud Flaps type: UDOT Supplied 
 

3.3.1 Headboard Gauge /Steel Type:  10 ga. 
3.3.2 Headboard height above cab:  4” 
3.3.3 Cab Window type:  Punched 
3.3.4 Cab protector Size: 10 x 50” 
3.3.5 Brake Light visibly: yes 
3.3.6 Shovel Holder(s) type quality: 2” square angled 
3.3.7 Grab Handle: ¾” pipe 
 

3.4.1- Sides Gauge / Steel:  12 ga. 
3.4.2- Easily fold side style / side weight: yes/ 68 lbs. ea. 
3.4.3- Side Height:  14” 
3.4.4- Side single lever easily and safely opened: yes 
3.4.5- Design to keep dirt and debris from gathering: yes 
3.4.6- Greaseable lube fitting hinge pins type: yes 
 

3.5.1- Tailgate steel gauge & strength:10 ga. 3 panel 
3.5.2- Tailgate single lever & easily open type: yes 
3.5.3- Tailgate to drop 900 / 1800: yes 
3.5.4- Hinge pin size & type latch mechanism: 1” & single level control 
3.5.5- Tailgate latch mechanism type: manual 
3.5.6- Tailgate, design for sand-tight style: yes 
3.5.7- Chain points & style : Banjo, welded to rear post 
3.5.8- Chain grade & lengths: as specified 
3.5.10 Chain cover type: plastic sheaths 
 

3.6.1   Hitch plate size and mounting: 3/8” plate/ mounted as specified 
3.6.2-   Hitch plate design: as specified 
3.6.3- Hitch gussets style & size : as specified 
3.6.4- Bed hinges & mounting: sub frame style 
3.6.5- Bed Hinge mounting : yes 
3.6.6- Trailer connection design: as specified 
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3.6.7- Steel shaft size & location – design: 1” 
3.6.8- Combination Hitch model: Premier 150 
3.6.9- Combination Hitch mounting :4 bolts grade 8 adjustable 
 

3.7.1 12 volt motor make & model :Monarch M3551-0707 RLB-10-04 Hoist Harsh 
3.7.2 Motor location / Protection? : Frame mount/ as specified 
3.7.3 Dump bed lift capacity @ 500 : 5.4 ton 
3.7.4 Bed elevation / pump size: 50° in 40 sec. 
3.7.5 Hyd. tank approval: mount to pump 
3.7.6 Body Prop style:  manual tube design 
3.7.7 Hose clamp & lines secured type:  rubber coated loom clamps 
3.7.8 Hoses, clamps & fluides compatibility :  meet requirements 
3.8.1 Dump controls in cab: push button 
3.8.2 Control switch type: Monarch 
3.8.3 Dump indicator light type:  Cole Hurst 
 

3.9.1 FMVSS & SAE – Code :  SAE 
3.9.1.2.1 Stop & tail light Truck –Lite  LED: make and model:  Trucklite 40 Series 
3.9.1.3 Back up light : make and model:  40 Trucklite 
3.9.1.4 Cluster light : make and model:  10 Series Trucklite 
3.9.1.5 Conspicuity tape lengths: 9’ sides, 8’ rear 
3.9.2 Guard rings style:  1” x 1/8” band 
3.9.3 Pre-fab sealed loom type:  yes 
3.9.4 Automotive style breakers/ fuses:   ATC 
3.9.5 Solenoids location:   under hood 
3.9.6 Federal Signal bar light part number 211953-02:  
3.9.7 Arrow Board – Wanco model WFBP5-SAC:  yes 
 

3.10.1    Tool box size, make, and model with dry deck flooring:  24” x 18” x 18” steel Buyers 
3.10.2    Arrow board support tube size and mounting:  2 x 2 x ¾” welded 
3.10.       32- rung slide out step model design:  2 rung DA 2 step 
 

3.11.1 Paint / Mils: 4 mils 
 

4.1 Authorized Utah Dealer:  D & A Truck 
4.2 Factory Trained Personal: Randy Visser  
4.3 Dealer Inventory:  
4.4 Parts FOB  ______________    Time required: 90 Days 
 
Name and address of firm nearest the FOB point that will provide warranty service and repair 
parts.   
Firm Name:  D & A Truck Equipment 
Address:  1775 W. 200 S. 
  Salt Lake City, UT  84104 
Telephone:  801-973-9691 
Individual to Contact: Randy Visser 
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The servicing dealer furnishes parts for minor repairs performed by STATE personnel, will 
this affect the warranty?  No. 
 
Part IV 

1- Warranty Period:  
A. Hoist 7 year limited manufacture warranty 
B. Body has 5 years  structural and workmanship 
C. Hoist electrical components, 12 volt motors, and switches have two year 

manufacture warranty parts and labor. 
2- Vendor Warranty Responsibility:  

All warranties must be provided by D and A Truck Equipment or other 
authorized locations specified by D and A. 

9 Vendor Part Replacement Responsibility:  
Vendor will have parts in stock for replacement parts. 

11- Repair Action Response Time:  
D and A will provide the response time as specified in bid and or make 
arrangements to meet the specs. 

 

            FRAM
    AS REQUIRED

 

9½”

  4"

PREMIER MODEL 150
HITCH HEIGHT 25"

POLLAK 11-721 SOCKET

  3½” X 3½” CUT OUT
 FOR SAFETY CHAIN

 
 
 
 
FINET COMMODITY CODE(S): 
06530000000- Dump Bodies, Hoist, Etc. 
07051000000- Trucks (Over One Ton Cap.) 
07053000000- Trucks (W/Specialized Bodies)  
 


